AMERLITE®

UNDERWATER INCANDESCENT LIGHTS WITH S/S FACE RINGS

Featured Highlights

+ World standard of reliability

« Stainless steel face ring with
uni-tension clamp

« Superior light diffusion

* Prismatic tempered lens

* Low water cutoff

» Medium blue lenses available

* Plastic snap-on face rings available
for s/s lights

CALIFORNIA PROPOSITION 65 WARNING

A\WARNING: Cancer and Reproductive Harm.
A\ AVERTISSEMENT: Peut Causer le Cancer

et des Dommages au Systeme Reproducteur.
A\ADVERTENCIA: Cancer y Dafio Reproductivo.

TRADEGRADE

Amerlite light, the world standard
of reliability for underwater lights,
features a stainless steel shell, 8-3/8
in. prismatic tempered glass lens,
and stainless steel face ring with
uni-tension clamp. Amerlite lights are
UL listed to install in full-sized Pentair
Pool Products, American, PacFab
and Purex niches.

Amerlite Incandescent Light

All Pentair UL Listed underwater lights are certified
for use in fresh water with up to 6,000 ppm salinity.

www.pB5warnings.ca.gov. i
Ordering Information
Product Voltage Wattage Cord Length (Ft.) Carton Qty. Carton Wt. (Lbs.)
78421100 120 300 15 1
78428100 120 300 50 1 10
78928500 120 300 100 1 15
78927000 120 300 150 1 20
78927900 120 300 200 1
78441100 120 400 15 1
78448100 120 400 50 1 10
78949100 120 400 100 1 15
78447100 120 400 150 1 20
78449100 120 400 200 1
78451100 120 500 15 1
78458100 120 500 50 1 10
78456300 120 500 100 1 15
78457100 120 500 150 1 20
78459100 120 500 200 1 25
78458300 120 500 250 1
78411100 12 100 15 1
78418100 12 100 50 1 10
78415100 12 100 100 1 15
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AMERLITE" (CONT'D)
UNDERWATER INCANDESCENT LIGHTS WITH S/S FACE RINGS
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Product Voltage Wattage Cord Length (Ft.) Carton Qty. Carton Wt. (Lbs.)
78431100 12 300 15 1 10
78438100 12 300 50 1 17
78435100 12 300 100 1 20
78444200 120 400 30 1 8
78448200 120 400 50 1 10
78950100 120 400 100 1 15

STAINLESS STEEL AMERLITE WITH MEDIUM BLUE LENS — 500 WATT, 120 VOLT
78454200 120 500 30 1 8
78458200 120 500 50 1 10
78958500 120 500 100 1 15
AMERLINTE WITH STAINLESS STEEL FACE RING - CANADIAN LIGHT
78453102 120 500 30 4 11
LENS, COVERS, AND FACE RINGS FOR AMERLITE

79100100 Clear Lens, tempered 1 1
79100200 Medium Blue Lens, tempered 1 12
78900100 Plastic Snap-on Color Lens Kit (Blue, Green, Red) 1 1
79110600 Stainless Steel Face Ring 1 12
79213100 Plastic Snap-on face ring (White), Qty. 24 24 2
79212165 Plastic Snap-on face ring (Gray) Qty. 1 1 12
79212111 Plastic Snap-on face ring (Black) Qty. 1 1 12

Dimensions and Certid cations u .
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®

Note: All 120 volt pool and spa lights must be connected to a branch circuit
protected by a ground fault circuit interrupter (GFCI).

Note: All cord lengths over 50 feet on 12 volt lights create resistance
that dramatically reduces the light output. This condition exists on all low
voltage lights regardless of design or manufacturer.

Notice: Underwriters Laboratories has listed Pentair Water Pool and Spa,
Inc. lights for use with Pentair Water Pool and Spa, Pentair Pool Products,
American Products, Purex, or PacFab niches ONLY. To ensure proper
grounding/bonding connections install only Pentair Water Pool and Spa
lights in Pentair, Water Pool and Spa, Pentair Pool Products, American
Products, Purex or PacFab niches only.

Note: Amerlite Incandescent Lights can be ulitlized to replace:
Sta-Rite: SunSaver, SunGlow. Purex-Triton: Hatteras. PacFab:
CALIFORNIA PROPOSITION 65 WARNING AmerQuartz, Spectrum Amerlite (SAM). To ensure proper grounding
of replacement lights, please see the notice directly above.

A\WARNING: Cancer and Reproductive Harm.
A\ AVERTISSEMENT: Peut Causer le Cancer

et des Dommages au Systéme Reproducteur.
A\ADVERTENCIA: Cancer y Dafio Reproductivo.

www.p65warnings.ca.gov. i

See page 472 for replacement parts.




